
Multilayer Chip Ferrite Beads-CB Series

FEATURES
● Intermal silver printed layers and magnetic shielded structures to minimize crosstalk.

● It has sharp impedance characteristics at desirable frequency and does not  affect the signal frequency.

● Three types material and wide range of impedance values for various applications.

● OPERATING TEMP: -55℃ ~ +125℃

APPLICATIONS
● Noise suppression for high speed signal of electric  equipments such as computers and peripheral devices, 

Set-Top-Box, LCD TVs, communication equipments,OAequipments, etc.
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SHAPE AND DIMENSIONS
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RECOMMENDED PC BOARD PATTERN

SPECIFICATIONS

● CB1005 TYPE
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● CB1608 TYPE

● CB2012 TYPE
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● CB3216 TYPE

DETAIL ELECTRICAL CHARACTERISTICS
● CB1005
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● CB1608
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● CB2012

Specifications subject to change without notice. Please check our website for latest information. 
Tel: 0086-755-61350640 Fax: 0086-755-61350641 E-Mail: info@smdinductor.com  www.smdinductor.com

Shenzhen Zhenhua Ferrite  Ceramic Electronics CO.,LTD



● CB3216
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PACKAING STYLE
● Taping Material

● Reel Dimensions(mm)

STORAGE
● Quantity

● Packing Dimensions(mm)

● Storage

Please be sure to the parts at 40℃,or less ,70%RH or less,and isolate the parts from sulphic and chloric atmosphere.

Inner Box Dimensions Outer Box Dimensions
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